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of contaminating or losing the sample will
be minimized.

8.2.5 Save a portion of the acetone used
for cleanup as a blank. Take 200 ml of this
acetone from the wash bottle being used and
place it in a glass sample container labeled
‘‘acetone blank.’’ Inspect the train prior to
and during disassembly and not any abnor-
mal conditions. Treat the sample as dis-
cussed in Method 5, Section 8.2.

9.0 Quality Control. [Reserved]

10.0 Calibration and Standardization

The calibrations of the probe nozzle, pitot
tube, metering system, temperature sensors,
and barometer are the same as in Method 5,
Sections 10.1 through 10.3, 10.5, and 10.6, re-
spectively.

11.0 Analytical Procedure

Same as in Method 5, Section 11.0. Analyt-
ical data should be recorded on a form simi-
lar to that shown in Figure 5–6 of Method 5.

12.0 Data Analysis and Calculations.

Same as in Method 5, Section 12.0.

13.0 Method Performance. [Reserved]

14.0 Pollution Prevention. [Reserved]

15.0 Waste Management. [Reserved]

16.0 Alternative Procedures

Same as in Method 5, Section 16.0.

17.0 References

Same as in Method 5, Section 17.0, with the
addition of the following:

1. Vollaro, R.F. Recommended Procedure
for Sample Traverses in Ducts Smaller than
12 Inches in Diameter. U.S. Environmental
Protection Agency, Emission Measurement
Branch. Research Triangle Park, NC. Novem-
ber 1976.
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